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 Engine Speed (RPM x1000) 

DYNOJET RESEARCH CF: SAE  Smoothing: 5

BimmerWorld - 4085 Pepperell Way, Dublin VA 24084 - 540-674-3991

E93M3_Noack_Final_001.drf Max Power = 493.35     Max Torque = 358.01

E93M3_Noack_Final_002.drf Max Power = 492.25     Max Torque = 364.44

E93M3_Noack_Final_003.drf Max Power = 490.25     Max Torque = 364.47

E93M3_Noack_Baseline_001.drf Max Power = 344.48     Max Torque = 257.09

E93M3_Noack_Baseline_002.drf Max Power = 347.27     Max Torque = 257.63

E93M3_Noack_Baseline_003.drf Max Power = 345.36     Max Torque = 257.08

E93M3_Noack_Final_001.drf - 2/12/2016 1:48:22 PM  Run Type: RO  Run Conditions: 57.78 °F, 27.63 in-Hg,  Humidity:  16%, SAE: 1.05
Max Power = 493.35  Max Torque = 358.01

E93M3_Noack_Final_002.drf - 2/12/2016 1:52:43 PM  Run Type: RO  Run Conditions: 54.05 °F, 27.61 in-Hg,  Humidity:  22%, SAE: 1.05
Max Power = 492.25  Max Torque = 364.44

E93M3_Noack_Final_003.drf - 2/12/2016 1:55:15 PM  Run Type: RO  Run Conditions: 53.88 °F, 27.61 in-Hg,  Humidity:  23%, SAE: 1.05
Max Power = 490.25  Max Torque = 364.47

E93M3_Noack_Baseline_001.drf - 2/9/2016 9:17:06 AM  Run Type: RO  Run Conditions: 57.26 °F, 27.27 in-Hg,  Humidity:  24%, SAE: 1.07
Max Power = 344.48  Max Torque = 257.09

E93M3_Noack_Baseline_002.drf - 2/9/2016 9:18:09 AM  Run Type: RO  Run Conditions: 57.78 °F, 27.26 in-Hg,  Humidity:  23%, SAE: 1.07
Max Power = 347.27  Max Torque = 257.63

E93M3_Noack_Baseline_003.drf - 2/9/2016 9:19:09 AM  Run Type: RO  Run Conditions: 58.00 °F, 27.27 in-Hg,  Humidity:  22%, SAE: 1.07
Max Power = 345.36  Max Torque = 257.08


